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SPEC

CATEGORY

USB3.0 male to female

28*24AWG

AUDIO VIDEO

blue color

2X onvermolded hood

USB3.0 A male
9 pin connector
nickel plated

INDIVIDUALLY SHIELDED TWISTER PAIRS, 24 AWG
INDIVIDUALLY CONDUCTORS. 28*24 AWG COPPER
OVERALL SHIELD: ALUMINUM FOIL PLUS BRAIDED WITH DRAIN WIRE

USB3.0 female

100% open short & miss wire test.

Notes 

3. Cable electrical test:
2. Hood: Injection molding type, blue in color.

1. USB3.0 cable wire gauge:
28*24AWG{[1P*(0.5mm Cu+FPE)+D+AL]*2P+(0.3mm Cu+HDPE)*1P+(0.3mm Cu+PVC)*2C
+Al/foil+64/0.12ALMG+0.25mm CCS}+PVC5.0mm
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blue color

2X onvermolded hood
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nickel plated
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DescriptionItem Name

Material

Material PE+PVC

Material AL/FOIL

COLOR BLUE

CONDUCTOR A

INSULATOR

SHIELD

0.25mm CCS

OUTER JACKET

MaterialDRAIN WIRE

MaterialCONDUCTOR B

0.5mm BCX6

0.3mm BCX4

DRAIN WIRE

Material 64/0.12ALMGBRAID
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